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§563.12

To read data recorded by an EDR, special
equipment is required, and access to the ve-
hicle or the EDR is needed. In addition to
the vehicle manufacturer, other parties, such
as law enforcement, that have the special
equipment, can read the information if they
have access to the vehicle or the EDR.

(b) The owner’s manual may include
additional information about the form,
function, and capabilities of the EDR,
in supplement to the required state-
ment in §563.11(a).

§563.12 Data retrieval tools.

Each manufacturer of a motor vehi-
cle equipped with an EDR shall ensure
by licensing agreement or other means
that a tool(s) is commercially available
that is capable of accessing and re-
trieving the data stored in the EDR
that are required by this part. The
tool(s) shall be commercially available
not later than 90 days after the first
sale of the motor vehicle for purposes
other than resale.
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§564.1 Scope.

This part requires the submission of
dimensional, electrical specification,
and marking/designation information
as specified in Appendices A and B of
this part, for original equipment re-
placeable light sources used in motor
vehicle headlighting systems. This part
also serves as a repository for design

49 CFR Ch. V (10-1-13 Edition)

information as specified in appendix C
of this part, for original equipment and
replacement standardized sealed beam
units used in motor vehicle
headlighting systems.

§564.2 Purposes.

The purposes of this part are
achieved through its Appendices:

(a) The purposes of appendix A of this
part are to ensure:

(1) The availability to replacement
light source manufacturers of the man-
ufacturing specifications of original
equipment light sources so that re-
placement 1light sources are inter-
changeable with original equipment
light sources and provide equivalent
performance, and

(2) That redesigned or newly devel-
oped light sources are designated as
distinct, different, and noninterchange-
able with previously existing light
sources.

(b) The purposes of appendix B of this
part are to ensure:

(1) That original equipment light
sources are replaceable and that re-
placement light sources provide equiv-
alent performance, and

(2) That redesigned or newly devel-
oped light sources are designated as
distinct, different, and noninterchange-
able with previously existing light
sources.

(c) The purpose of appendix C of this
part is to ensure the availability to
original equipment and replacement
sealed beam headlamp manufacturers
of the manufacturing specifications of
standardized sealed beam headlamp
units used on motor vehicles so that all
sealed beam headlamp units of a spe-
cific type are interchangeable with all
other units of that same type and pro-
vide equivalent performance.

§564.3 Applicability.

This part applies to replaceable light
sources used as original equipment,
and standardized sealed beam
headlamp units used as original equip-
ment and replacement equipment in
motor vehicle headlighting systems.

§564.4 Definitions.

All terms defined in the Act and the
regulations and standards issued under
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